
Sirona
SPAD Line Sensor for Time-Resolved Spectroscopy

Key Features: 512-channel SPAD line array | CMOS-integration | Selectable spectral pixel type  
(blue or red) | Multiplexing readout architecture | Single-photon sensitivity | Low dark count  
| Room-temperature operation

Operating Modes: Single Photon Counting (SPC) | Time-correlated single-photon counting (TCSPC)  
| On-chip Histogramming

Integration: GUI for interactive control | .NET SDK | Python support

Applications: Time-resolved spectroscopy | Raman Spectroscopy and Microscopy | Fluorescence 
Spectroscopy | Fluorescence lifetime imaging (FLIM)

60+ years combined CMOS 
and SPAD sensor design 

expertise

Advanced CMOS-integrated 
� with embedded timing 

functions

Architectures designed  
for scalable system  

integration

Company overview 

Singular Photonics is redefining how information is captured, processed, and  
understood - one photon at a time. We transform light into insight through  
state-of-the-art single-photon avalanche diode (SPAD) sensor technology with  
advanced on-chip compute. Our sensors combine ultra-sensitive light detection 
with intelligent in-pixel processing, enabling real-time data processing at  
the source.



Sirona
Technical Specifications

Blue SPADs Red SPADs

Sensor Type CMOS SPAD, 130 nm, FSI

Pixel Array 512 × 16 SPADs

Pixel Pitch 23.78 µm

Sensor Size 12.65 mm × 1.99 mm

Photon Detection 
Efficiency1 17% @ 480 nm 7% @ 620 nm

Dark Count Rate1 90 cps 10 cps

Dead Time ~10 ns -

IRF (FWHM) 164 ps 139 ps

Sirona Sensor

Timing Function TCSPC Histogram

Temporal Bins Event 
timestamps 16 / 32

Time Resolution 50 ps 50 ps – 6.55 ns

Timing Range 3.36 µs 209 ns

On-chip Laser 
Sync Delay 0 – 516 ns (63 ps steps)

Timing Performance

Interfaces

Photon Detection Efficiency

Power:	 12 V AC/DC

Data Connection:	 USB-C

Sync ports:	� 4 SMA ports (factory configurable  
TTL/NIM, ≥ 50Ω) 

Dimensions and Mounting

Camera Unit WxHxD:	 102 mm x 145 mm x 85.25 mm

Clear Aperture:		�  SM1.5 thread 

32 mm diameter 

Flange Focal Distance:      	��9.0 mm

Mounting Options:      	�� • 4× M4 screws in through holes 

• 1× 1/4”-20 bottom thread 

Optional Accessory:      	� • C-mount/CS-mount adapter 

• Protective window

Datasheets are subject to change

Data Handling
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Data 
Compression No No Yes

Data Length 10/20-bit 16-bit 20-bit

Max Data Rate 2.1 Gbps @ 33.3 MHz

Max Line Rate 164 k line/s 161 k line/s 10 k line/s

1 Measured at 1 V excess bias voltage at room temperature.
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